
12 JAW FITTINGS
12 Jaw Fitting

w/ Round Ring
12 Jaw Fitting
w/ Delta Ring

12 Jaw Chair Leg
Stud Fitting w/ Hole

12 Jaw Chair Leg 
Stud Fitting

12 Jaw Stud Fitting 
w/ Thread Stud

12 Jaw Chair Leg Stud 
Fitting w/ Hole

Quick Specs:
0° Vertical Breaking Strength: 5,475 lbs/2,485 kgs.
90° Pull Angle Breaking Strength: 2,300 lbs/1,045 kgs.
Weight: 0.29 lbs./0.13 kgs. 

12 Jaw Stud Fitting 
w/ Thread Stud

12 Jaw Leg Stud
Fitting with Hole
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           NSN#: 1680-00-592-4878
MS#: MS22034-2Part#: 32336     

Part#: 32326                NSN#: 1670-01-481-2645

                                         NSN#: 1680-01-097-3823
                                                     MS#: MS22034-1BPart#: 32334 

Product #: 32343
NSN#: 1680-01-085-7826

Part#: 32343               NSN#: 1680-01-085-7826

Part#: 32340                              MS#: MS22304-1

Part#: 33116

Part#: 33115                NSN#: 5305-00-245-1477 Part#: 32367                             MS#: MS22034-4

Product #: 33116
NSN#:  

Product #: 32336
NSN#: 

Product #: 33115
NSN#: 

Product #: 32367
NSN#: 

Product #: 32340
NSN#: 1680-01-085-7826
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